Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region ) Percent Percent Percent
5/15/20 5/8/20 | Difference | 5/17/19 Change 5/18/18 Change 5/15/20 517119 Change
Refiner Inputs and Utilization
Crude Oil Inputs 12,903 12,383 521 16,578 -22.2 16,628 -22.4 12,756 16,526 -22.8
East Coast (PADD 1) 609 562 48 1,069 -43.0 1,131 -46.1 567 1,057 -46.4
Midwest (PADD 2) ... 3,064 2,939 125 3,433 -10.7 4,045 -24.3 3,023 3,559 -15.1
Gulf Coast (PADD 3) ... 7,065 6,798 267 9,092 -22.3 8,608 -17.9 7,069 9,001 -215
Rocky Mountain (PADD 4) . 494 478 16 638 -22.6 598 -17.3 467 613 -23.8
West Coast (PADD 5) . 1,671 1,606 65 2,346 -28.8 2,246 -25.6 1,630 2,296 -29.0
Gross Inputs ............... 13,177 12,883 294 16,875 -21.9 17,049 -22.7 13,162 16,820 -21.7
East Coast (PADD 1) 617 588 29 1,081 -42.9 1,139 -45.8 599 1,069 -44.0
Midwest (PADD 2) ... 3,075 2,950 126 3,426 -10.2 4,044 -24.0 3,033 3,556 -14.7
Gulf Coast (PADD 3) ... 7,222 7,165 58 9,234 -21.8 8,849 -18.4 7,335 9,146 -19.8
Rocky Mountain (PADD 4) . 498 493 5 637 -21.9 595 -16.3 477 612 -22.2
West Coast (PADD 5) . 1,764 1,688 77 2,497 -29.4 2,422 =271 1,719 2,436 -29.4
Operable Capacity 18,976 18,976 0 18,767 1.1 18,567 22 18,975 18,764 1.1
East Coast (PADD 1) .. 1,224 1,224 0 1,224 0.0 1,224 0.0 1,224 1,224 0.0
Midwest (PADD 2) ... 4,196 4,196 0 4,141 1.3 4,071 3.1 4,196 4,141 1.3
Gulf Coast (PADD 3) ... 9,983 9,983 0 9,840 1.5 9,752 24 9,983 9,837 1.5
Rocky Mountain (PADD 4) .... 698 698 0 687 1.7 683 2.2 697 687 1.5
West Coast (PADD 5) . 2,875 2,875 0 2,875 0.0 2,838 1.3 2,875 2,875 0.0
Percent Utilization? ... 69.4 67.9 1.6 89.9 -— 91.8 —— 69.4 89.6 ——
East Coast (PADD 1) 50.4 48.0 24 88.3 —-— 93.1 —-— 49.0 87.4 -——
Midwest (PADD 2) 73.3 70.3 3.0 82.7 -— 99.3 —— 72.3 85.9 ——
Gulf Coast (PADD 3) 72.3 71.8 0.6 93.8 -— 90.7 -— 73.5 93.0 -—
Rocky Mountain (PADD 4) . 71.3 70.6 0.7 92.8 —— 87.1 —— 68.4 89.1 ——
West Coast (PADD 5) 61.4 58.7 2.7 86.9 —— 85.3 —— 59.8 84.7 ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ..............c..ccccooonen.. 7,166 7,497 -331 9,883 -27.5 10,052 -28.7 7,026 9,963 -29.5
Finished Motor Gasoline (excl. Adjustment)* 7,210 7,080 129 10,294 -30.0 10,065 -28.4 6,883 10,119 -32.0
East Coast (PADD 1) . 2,339 2,279 60 3,374 -30.7 3,263 -28.3 2,147 3,328 -35.5
Midwest (PADD 2) ..... 1,948 1,899 49 2,677 -27.2 2,706 -28.0 1,795 2,593 -30.8
Gulf Coast (PADD 3) .. 1,531 1,572 -42 2,298 -33.4 2,165 -29.3 1,611 2,273 -29.1
Rocky Mountain (PADD 4) ... 252 237 15 314 -19.9 293 -14.0 232 313 -25.9
West Coast (PADD 5) ... 1,139 1,092 47 1,630 -30.1 1,639 -30.5 1,098 1,612 -31.9
Reformulated? ... 2,169 2,117 52 3,283 -33.9 3,283 -33.9 2,029 3,247 -37.5
Conventional4 . 5,041 4,963 77 7,011 -28.1 6,783 -25.7 4,854 6,871 176.9
Adjustment® -43 417 -460 -411 -— -13 -— 143 -156 —-—
Kerosene-Type Jet Fuel 459 443 16 1,726 -73.4 1,769 -74.1 491 1,712 -71.3
East Coast (PADD 1) .. 0 -1 1 103 -100.1 112 -100.1 -4 89 -105.0
Midwest (PADD 2) .. 81 83 -2 244 -67.0 266 -69.7 84 273 -69.4
Gulf Coast (PADD 3) ... 227 218 10 919 -75.3 936 -75.7 259 925 -72.0
Rocky Mountain (PADD 4) .... 10 15 -4 36 -71.9 34 -70.2 13 30 -56.4
West Coast (PADD 5) ... 141 129 12 423 -66.7 420 -66.4 140 396 -64.6
Distillate Fuel Oil ........... 4,804 4,892 -88 5,206 1.7 4,938 -2.7 4,940 5,172 -4.5
East Coast (PADD 1) .. 215 245 -31 351 -38.8 332 -35.4 236 340 -30.5
Midwest (PADD 2) 1,152 1,110 42 1,039 10.9 1,256 -8.3 1,151 1,089 5.7
Gulf Coast (PADD 3) ... 2,746 2,802 -56 3,027 -9.3 2,658 3.3 2,834 2,997 -5.5
Rocky Mountain (PADD 4) 183 193 -10 223 -18.1 190 -3.9 184 214 -13.9
West Coast (PADD 5) 509 542 -33 566 -10.1 501 15 535 532 0.6
15 ppm sulfur and Under 4,568 4,651 -83 4,880 -6.4 4,674 -2.3 4,707 4,844 -2.8
> 15 ppm to 500 ppm sulfur 131 101 30 108 20.7 82 59.4 97 130 -25.5
> 500 ppm sulfur .... 105 140 -35 217 -51.6 181 -42.1 137 198 -31.0
Residual Fuel Oil 170 107 62 298 -43.1 249 -31.9 156 377 -58.6
East Coast (PADD 1) .. 34 30 4 32 4.0 -41 -182.4 30 38 -20.0
Midwest (PADD 2) .. 22 17 5 30 -24.5 51 -56.1 22 85 -39.0
Gulf Coast (PADD 3) ... 50 10 40 142 -64.7 125 -60.0 48 170 -71.6
Rocky Mountain (PADD 4) ... 9 9 0 12 -25.2 11 -24.0 9 10 -8.7
West Coast (PADD 5) .... 55 41 14 82 -33.5 103 -46.7 47 124 -62.0
Propane/Propylene® ..... 1,945 1,932 13 2,079 -6.4 1,942 0.2 1,989 2,080 -4.4
East Coast (PADD 1) .. 177 185 -8 203 -13.1 193 -8.2 193 209 -7.5
Midwest (PADD 2) 430 412 18 479 -10.2 513 -16.1 431 483 -10.8
Gulf Coast (PADD 3) ... 1,141 1,151 -10 1,196 -4.6 1,033 10.4 1,185 1,186 0.0
PADDs 4 and 5 197 183 14 200 -1.5 203 -3.0 179 203 256.8
Ethanol Plant Production

Fuel Ethanol 663 617 46 1,071 -38.1 1,028 -35.5 604 1,046 -42.3
East Coast (PADD 1) .. 10 8 1 21 -52.9 21 -52.2 9 21 -55.6
Midwest (PADD 2) 630 588 42 993 -36.5 942 -33.1 575 969 -40.6
Gulf Coast (PADD 3) 6 6 0 24 -74.0 31 -79.9 6 23 -72.6
Rocky Mountain (PADD 4) 7 7 0 13 -48.0 13 -44.9 6 13 -54.5
West Coast (PADD 5) 10 7 2 19 -50.2 21 -54.7 7 19 -65.8

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

Vy = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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